
- Lietoðanai celtniecîbas pârklâjuma materiâliem, krâsâm, jumtu pârklâjuma materiâliem 
un zem novçrtçjuma esoðiem pârklâjuma materiâliem. Tikai profesionālai lietošanai. Nav 

apstiprināts lietošanai sprādzienbīstamā vidē vai bīstamās (klasificētās) vietās. -

Modeïi: 249318, 249617, 253471, 253472, 16U287, 16U288, 16V258, 16V260, 
249318V, 16U287V
4000 psi (27,6 MPa, 275,8 bari) maksimâlais darba spiediens

Atbilstoðâs rokasgrâmatas

Svarîgas droðîbas instrukcijas. Izlasiet visus ðîs 
rokasgrâmatas brîdinâjumus un instrukcijas. 
Saglabâjiet ðîs instrukcijas.

311279

311484

311485

311254

ti21208a
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LV

Remonts

GH™ 833 Izsmidzinâtâji 
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Bîstamîba
Sekojoðais izklâsts ietver norâdîjumus par vispârîgo bîstamîbu pie ðîs iekârtas droðas uzstâdîðanas, izmantoðanas, iezemçðanas,
apkopes un laboðanas. Papildus tam, piemçroti îpaði norâdîjumi par bîstamîbu atrodami visâ ðîs rokasgrâmatas izklâstâ. Simboli
rokasgrâmatas pamata tekstâ attiecâs uz vispârîgo bîstamîbu. Kad ðie simboli parâdâs rokasgrâmatas tekstâ, skatiet attiecîgâs
lappuses ar specifisko risku aprakstu.

BÎSTAMÎBA
UGUNS UN SPRÂDZIENA RISKS
Ugunsnedroði izgarojumi, piemçram, no ðíîdinâtâja vai krâsas, darba vietâ var aizdegties vai uzsprâgt. Lai nepieïautu 
aizdegðanos vai sprâdzienu:
• Izmantojiet iekârtu tikai vietâ ar labu ventilâciju.
• Neuzpildiet degvielas tvertni tad, kad dzinçjs darbojas vai ir karsts; izslçdziet dzinçju un ïaujiet tam atdzist. Degviela ir 

uzliesmojoða viela un tâ, izðïakstîta uz karstas virsmas, var aizdegties vai eksplodçt.
• Novçrsiet visus aizdegðanâs avotus, piemçram, degïus, cigaretes, pârnçsâjamas elektrolampas un plastmasas pilienu 

uztverðanas pârklâjus (statiskâs lokizlâdes risks).
• Darba vietâ nedrîkst bût gruþi, ðíîdinâtâji, lupatas un benzîns.
• Nepievienojiet un neatvienojiet strâvas vadus, kâ arî neieslçdziet un neizslçdziet baroðanas avotu un gaismu, ja tuvumâ ir 

ugunsnedroði izgarojumi.
• Iezemçjiet visu iekârtu darba vietâ. Skatiet iezemçðanas instrukcijas.
• Lietojiet tikai iezemçtas ðïûtenes.
• Ielaiþot spainî, stingri turiet pistoli pie iezemçta spaiòa sâniem.
• Ja parâdâs statiska dzirksteïoðana vai jûs sajûtat elektrisku triecienu, nekavçjoties pârtrauciet darbu. Neizmantojiet 

iekârtu, pirms neesat noskaidrojis un novçrsis problçmu.
• Darba vietâ jâbût darbaspçjîgam liesmu slâpçtâjam.

ÂDAS SADURÐANAS RISKS
Augstspiediena ðíidrums no pistoles, cauruma ðïûtenç vai plîsuðâm detaïâm var savainot âdu. Tas var izskatîties kâ tikai 
iegriezums, tomçr tâ ir nopietna trauma, kuras rezultâts var bût amputâcija. Nekavçjoties vçrsieties pçc medicîniskas 
palîdzîbas.
• Nevçrsiet pistoli pret citiem cilvçkiem vai jebkuru sava íermeòa daïu.
• Nelieciet roku uz sprauslas gala.
• Neapturiet vai nenovirziet noplûdes ar roku, íermeni, cimdu vai lupatu.
• Neizsmidziniet, ja nav uzstâdîts uzgaïa aizsargs un trigera aizsargs.
• Kad neizsmidziniet, izmantojiet trigera droðîbas slçdzi.
• Kad pârtraucat izsmidzinâðanu un pirms iekârtas tîrîðanas, pârbaudes vai apkopes veiciet ðajâ rokasgrâmatâ norâdîto 

spiediena atlaiðanas procedûru.

RISKS, KO RADA ZEM SPIEDIENA ESOÐA IEKÂRTA
Ðíidrums no izsmidzinâðanas pistoles/izejas dozçðanas vârsta, noplûdçm vai saplîsuðâm komponentçm var ieðïakstîties acîs vai 
uz âdas un radît nopietnus savainojumus.
• Kad pârtraucat izsmidzinâðanu un pirms iekârtas tîrîðanas, pârbaudes vai apkopes veiciet ðajâ rokasgrâmatâ norâdîto 

spiediena atlaiðanas procedûru.
• Pirms darbiniet iekârtu, cieði pievelciet visus ðíidruma pievades savienojumus.
• Katru dienu pârbaudiet ðïûtenes, caurules, un savienojumus. Nekavçjoties nomainiet nolietojuðâs vai bojâtâs daïas.

ATSITIENA RISKS 
Nostipriniet sevi; pistole pie ieslçgðanas var izraisît atsitienu kas var jûs apgâzt, izraisot nopietnu savainojumu.



Bîstamîba

311503J 3

RISKS NEPAREIZI IZMANTOJOT IEKÂRTU
Nepareiza izmantoðana var izraisît nâvi, vai nopietnu savainojumu.
• Nedarbiniet iekârtu, kad esat noguris vai atrodieties narkotiku vai alkohola ietekmç.
• Nepârsniegt maksimâlo darba spiedienu vai temperatûras diapazonu tai sistçmas komponentei, kurai ir viszemâkais 

nominâlais lielums. Skatît tehniskos datus visâs iekârtas rokasgrâmatâs.
• Izmantojiet ðíidrumus un ðíîdinâtâjus, kuri ir savietojami ar iekârtas slapjajâm daïâm. Lasiet par tehniskiem datiem visâs 

iekârtas rokasgrâmatâs. Izlasiet ðíidruma un ðíîdinâtâja raþotâja brîdinâjumus. Lai saòemtu pilnu informâciju par jûsu 
materiâlu, pieprasiet MSDS etiíetes no izplatîtâja vai mazumtirgotâja.

• Katru dienu pârbaudiet iekârtu. Nekavçjoties salabojiet vai nomainiet nolietojuðâs vai bojâtâs daïas tikai ar îstâm 
izgatavotâja rezerves daïâm.

• Neizmainiet vai nemodificçjiet iekârtu.
• Izmantojiet iekârtu tikai tam nolûkam, kam tâ paredzçta. Lai saòemtu informâciju, griezieties pie jûsu izplatîtâja.
• Nepieïaut, ka ðïûtenes un kabeïi atrodas satiksmes joslâs, uz asâm ðíautnçm, kustîgu daïu un karstu virsmu tuvumâ.
• Nesamezglojiet vai pârâk nesalociet ðïûtenes, kâ arî neizmantojiet ðïûtenes, lai vilktu iekârtu.
• Neïaut bçrniem un dzîvniekiem uzturçties darba vietâ.
• Saskaòojiet ar visiem spçkâ esoðiem darba droðîbas noteikumiem.

RISKS, KO RADA KUSTÎGÂS DAÏAS
Kustîgâs daïas var saspiest vai noraut pirkstus un citas íermeòa daïas.
• Turieties atstatu no kustîgâm daïâm.
• Nedarbiniet iekârtu, ja ir noòemti aizsargi vai pârvalki.
• Zem spiediena esoða iekârta var sâkt darboties bez brîdinâjuma. Pirms iekârtas pârbaudes, pârvietoðanas vai apkopes, 

ievçrot spiediena noòemðanas procedûru, kas sniegta ðajâ rokasgrâmatâ. Atvienojiet baroðanas vai gaisa padevi.

ALUMÎNIJA DAÏU SPIEDIENA RISKS
Augstspiediena alumînija iekârtâ neizmantojiet 1,1,1 trihloretânu, metilçna hlorîdu, citus halogençtus ogïûdeòraþa ðíîdinâtâjus 
vai ðíidrumus, kas satur ðâdus ðíîdinâtâjus. Ðâdu vielu izmantoðana var izraisît bîstamu íîmisku reakciju un iekârtas plîsumu, 
kas var izraisît nâvi, nopietnu traumu un îpaðuma bojâjumu. 

IESÛKÐANAS RISKS
Nekad nelieciet rokas tuvu sûkòa ðíidruma ieejai, kad sûknis darbojas vai atrodas zem spiediena. Spçcîga iesûkðana var izraisît 
nopietnu ievainojumu.

OGLEKÏA OKSÎDA BÎSTAMÎBA
Izplûde satur indîgo oglekïa oksîdu, kurð ir bez krâsas un bez smarþas. Oglekïa oksîda ieelpoðana var izraisît nâvi. Nedarbiniet 
noslçgtâ vietâ.

TOKSISKU ÐÍIDRUMU VAI IZGAROJUMU RISKS
Toksiski ðíidrumi vai izgarojumi, tos ieðïakstot acîs, uzðïakstot uz âdas, ieelpojot vai norijot, var izraisît nâvi vai nopietnu 
ievainojumu.
• Izlasiet MSDS’s lai zinâtu îpaðos riskus, kâdi piemît ðíidrumiem, ko jûs lietojiet.
• Uzglabâjiet bîstamu ðíidrumu sankcionçtâs tvertnçs, un utilizçjiet to saskaòâ ar spçkâ esoðiem norâdîjumiem.

APDEGUMA RISKS
Iekârtas virsmas un sakarsçjamais ðíidrums darbîbas laikâ var stipri sakarst. Lai izvairîtos no nopietniem apdegumiem, 
nepieskarieties karstam ðíidrumam vai iekârtai. Pagaidiet lîdz iekârta/ðíidrums ir pilnîgi atdzisuði.

PERSONÂLIE AIZSARGLÎDZEKÏI
Strâdâjot, veicot apkopi vai atrodoties iekârtas darbinâðanas vietâ, jums ir jâvalkâ atbilstoði aizsarglîdzekïi, lai palîdzçtu 
aizsargât jûs no nopietnâm traumâm, tai skaitâ acu traumâm, toksisku izgarojumu ieelpoðanas, apdegumiem un dzirdes 
zaudçjuma. Ðie aizsarglîdzekïi ietver, tomçr var neaprobeþoties ar tiem:
• Aizsargbrilles
• Apìçrbs un respirators saskaòâ ar ðíidruma un ðíîdinâtâja raþotâja ieteikumiem
• Cimdi
• Ausu aizsargs

BÎSTAMÎBA
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Komponentes identifikâcija 

FN Daïa

1 Dzinçja vadîbas elementi

2 Aizdedzes slēdzis
3 Dzinçja IESLÇGTS/IZSLÇGTS (ON/OFF) slçdzis

4 Pacelðanas (lift) novietojums

5 Iesûkðanas turçtâjs

6 Trigera droðîbas slçdzis

7 Noplûdes vârsts

8 Hidrauliskâs sistçmas eïïas iepildîðana

9 Hidrosûkòa vârsts

10 Sçrijas numura noteikðanas kaba (uzlîme)

11 Spiediena regulators

12 Hidrauliskās eļļas aizpildīt
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Ekspluatâcija 

Spiediena atlaiðanas procedûra

1 Iestâdiet sûkòa vârstu stâvoklî izslçgts (OFF). Izslçdziet 
dzinçju OFF.

2 Uzstâdiet spiedienu zemâkajâ stâvoklî. Iedarbiniet pistoli 
turot to spainî, lai atlaistu spiedienu.

3 Atveriet galveno vârstu (vertikâli).

Ja jums ðíiet, ka sprauslas uzgalis vai ðïûtene ir pilnîgi
aizsprostota vai ka spiediens pçc augðminçto soïu izpildîðanas
nav pilnîgi noòemts, vispirms ÏOTI LÇNI atlaidiet uzgaïa
aizsarga fiksâcijas uzgriezni vai ðïûtenes gala savienotâju, lai
pakâpeniski noòemtu spiedienu, pçc tam atvienojiet pilnîgi.
Tad iztîriet uzgali un ðïûteni.

Vispârîga informâcija par remontu 

• Pirms darba uzstâdiet siksnas aizsargu vai nomainiet 
to, ja tas bojâts. Siksnas aizsargs samazina pirkstu 
saspieðanas vai norauðanas risku.

Lai samazinâtu nopietna ievainojuma risku,:

• Saglabâjiet visas skrûves, uzgrieþòus, paplâksnes, utt., 
kas tika noòemtas remonta procedûru laikâ. Ðîs daïas 
parasti nav nomaiòas komplektos.

• Pârbaudiet izlaboto pçc problçmu novçrðanas.
• Ja izsmidzinâtâjs nedarbojas pareizi, pârskatiet laboðanas 

procedûru lai pârliecinâtos, ka jûs to veicât pareizi. Skatît 
traucçjumu meklçðana, lappuse 7.

• Pârbaudiet izlaboto, nepieskarieties ar pirkstiem 
vai instrumentiem pie kustîgâm daïâm.

Iezemçðana 

Droðai izsmidzinâtâja ekspluatâcijai iezemçjiet 
izsmidzinâtâju ar iezemçðanas skavu pie iezemçjuma.

Sistçmas spiediens jâatlaiþ ar roku, lai novçrstu sistçmas nejauðu 
iedarboðanos vai izsmidzinâðanu. Ðíidrums zem augsta spiediena 
var caurdurt âdu un izraisît nopietnu ievainojumu. Lai samazinâtu 
ievainojuma risku no caurdurðanas, veiciet ðo procedûru vienmçr 
kad jums jâatlaiþ spiediens, jâpârtrauc izsmidzinâðana, jâveic 
apkope, jâuzstâda vai jâtîra izsmidzinâðanas uzgalis. 
Izlasiet norâdîjumus par bîstamîbu, lappuse 4.

• Hidrauliskâ sistçma un dzinçjs darba laikâ var stipri sakarst, 
pieskârðanâs var izraisît âdas apdegumus. Uzliesmojoði 
materiâli, izðïakstîti uz karsta nenosegta motora, var izraisît 
aizdegðanos vai eksploziju. Strâdâjot siksnas aizsargam jâbût 
savâ vietâ, lai samazinâtu pirkstu saspieðanas vai norauðanas 
risku.
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Apkope 

Sîkâkas ziòas par dzinçja apkopi un 
specifkâcijâm atrodamas piegâdâtajâ atseviðíâ 
firmas Honda dzinçju îpaðnieku rokasgrâmatâ.

Aizdedzes svece: 
• Lietojiet tikai BPR6ES (NGK) vai W20EPR-U 

(NIPPONDENSO) sveci.

• Sveces dzirksteïspraugu iestâdiet no 0,028 lîdz 0,031 
collas. (0,7 lîdz 0,8 mm).

• Ieskrûvçjot un izskrûvçjot sveci lietojiet aizdedzes sveèu 
atslçgu.

Frekvence Procedûra
Katru dienu Pârbaudiet dzinçja eïïas lîmeni un pielejiet, ja nepiecieðams.

Katru dienu Pârbaudiet hidrauliskâs sistçmas eïïas lîmeni un pielejiet, ja nepiecieðams.

Katru dienu Pârbaudiet ðïûteni, vai nav izdilumu vai bojâjumu.

Katru dienu Pârbaudiet pistoles darba droðumu lai varçtu pareizi strâdât.

Katru dienu Pârbaudiet vai pareizi darbojas spiediena atlaiðanas vârsts.

Katru dienu Pârbaudiet un uzpildiet benzîna tvertni.

Katru dienu Pârbaudiet vai virzuïsûknis ir cieði noblîvçts.

Katru dienu Pârbaudiet smçrvielas TSL lîmeni virzuïsûkòa blîvçðanas uzgrieznî. Piepildiet 
uzgriezni, ja nepiecieðams. Sekojiet smçrvielas TSL lîmenim uzgrieznî lai 
palîdzçtu novçrst ðíidruma uznesumus uz virzuïa stieòa un priekðlaicîgu 
blîvçjuma izdilumu un sûkòa koroziju.

Pçc pirmajâm 
20 darba stundâm

Izlejiet dzinçja eïïu un uzpildiet ar tîru eïïu. Dati par pareizu eïïas viskozitâti ir 
firmas Honda vai Vanguard dzinçju îpaðnieku rokasgrâmatâ.

Katru nedçïu Noòemiet dzinçja gaisa filtra vâku un iztîriet filtra elementu. Nomainiet 
elementu, ja nepiecieðams. Strâdâjot ïoti putekïainâ vidç; pârbaudiet filtru 
katru dienu un nomainiet, ja nepiecieðams.

Nomainâmos elementus var iegadâties pie jûsu vietçjâ firmas Honda vai 
Vanguard pârstâvja.

Katru nedçïu/katru 
dienu

Notîriet gruþus vai vides nosçdumus no hidrauliskâs sistçmas stieòa.

Pçc katrâm 100 darba 
stundâm

Nomainiet dzinçja eïïu. Dati par pareizu eïïas viskozitâti ir firmas Honda vai 
Vanguard dzinçju îpaðnieku rokasgrâmatâ.

Katru pusgadu Pârbaudiet siksnas nodilumu nomainiet, ja nepiecieðams.

Katru gadu vai pçc 
2000 stundâm

Nomainiet hidrauliskâs sistçmas eïïu un filtra elementu ar 
eïïu Graco Hydraulic Oil (daïas numurs 169236; 5 galoni/20 litri 
vai daïas numurs 207428; 1 galons/3,8 litri) un filtra elementu 
(daïas numurs 287871) (ISO 46 Hydraulic Oil).
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Traucçjumu meklçðana
PROBLÇMA IEMESLS BOJÂJUMU NOVÇRÐANA

Benzîna dzinçjs smagi kustas 
(nepalaiþas).

Hidrauliskâs sistçmas spiediens ir pârâk 
liels.

Grieziet hidrauliskâs sistçmas spiediena 
pogu pretçji pulksteòrâdîtâju kustîbas 
virzienam uz zemâku stâvokli.

Benzîna dzinçjs nepalaiþas. Slçdzis stâvoklî OFF, zems eïïas lîmenis, 
nav benzîna.

Skatiet norâdîjumus piegâdâtajâ dzinçja 
rokasgrâmatâ.

Benzîna dzinçjs nedarbojas pareizi. Bojâts dzinçjs. Skatiet norâdîjumus piegâdâtajâ dzinçja 
rokasgrâmatâ.

Benzîna dzinçjs darbojas, 
bet virzuïsûknis nedarbojas.

Sûkòa vârsts ir stâvoklî OFF. Iestâdiet sûkòa vârstu stâvoklî ON.
Spiediena iestatîjums ir pârâk zems. Palieliniet spiedienu.
Virzuïsûkòa izejas filtrs (ja tiek lietots) ir 
netîrs vai aizsprostots.

Iztîriet ðo filtru.

Uzgalis vai uzgaïa filtrs (ja tiek lietots) ir 
aizsprostots.

Noòemiet uzgali un/vai filtru un iztîriet.

Hidrauliskâs sistçmas ðíidruma lîmenis 
pârâk zems.

Izslçdziet izsmidzinâtâju. 
Pielejiet ðíidrumu*. 

Siksna izdilusi, pârrauta vai tâ nav savâ 
vietâ.

Nomainiet siksnu. 

Hidraulsûknis nodilis vai bojâts. Nogâdâjiet izsmidzinâtâju pie Graco 
izplatîtâja remontam.

Saþuvusi krâsa sasaista krâsas sûkòa 
stieni.

Apkopiet sûkni. 
Skatiet rokasgrâmatu 311485.

Hidrauliskâs sistçmas motors nekustâs. Iestâdiet sûkòa vârstu stâvoklî OFF. 
Noòemiet spiedienu. Izslçdziet dzinçju 
OFF. Kustiniet stieni uz augðu un leju 
lîdz hidrauliskâs sistçmas motors kustâs.

Virzuïsûknis darbojas, bet raþîba virzuïa 
gâjienâ uz augðu ir zema.

Virzuïa noslçgðanas lodîte (ball check) 
kârtîgi nepiekïaujas.

Veiciet virzuïa noslçgðanas 
lodîtes (ball check) apkopi. 
Skatiet rokasgrâmatu 311485.

Virzuïa blîvçjumi ir nodiluði vai bojâti. Nomainiet blîvçjumus. 
Skatiet rokasgrâmatu 311485.

Virzuïsûknis darbojas, bet raþîba ir zema 
virzuïa gâjienâ uz leju vai/un abos 
gâjienos.

Virzuïa blîvçjumi ir nodiluði vai bojâti. Pievelciet blîvçðanas uzgriezni 
vai nomainiet blîvçjumus. 
Skatiet rokasgrâmatu 311485.

Ieplûdes vârsta noslçgðanas lodîte (ball 
check) kârtîgi nepiekïaujas.

Veiciet apkopi ieplûdes vârsta 
noslçgðanas lodîtei. Skatiet rokasgrâmatu 
311485.

Gaisa noplûde iesûkðanas caurulç.
Krâsa noplûst un iztek pa sânu vai 
saslapinâto vâciòu.

Kïuvis vaïîgs saslapinâtais vâciòð. Pievelciet saslapinâto vâciòu (wet-cup) 
tik daudz, lai apturçtu noplûdi.

Kakliòa blîvçjumi ir nodiluði vai bojâti. Nomainiet blîvçjumus. 
Skatiet rokasgrâmatu 311485.

Pârâk liela noplûde ap hidrauliskâs 
sistçmas motora virzuïa kâta slaucîtâju 
(wiper).

Virzuïa kâta blîvçjums ir izdilis vai 
bojâts.

Nomainiet ðîs daïas.
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Ðíidruma padeve ir vâja. Spiediena iestatîjums ir pârâk zems. Palieliniet spiedienu.
Virzuïsûkòa izejas filtrs (ja tiek lietots) ir 
netîrs vai aizsprostots.

Iztîriet filtru.

Iesûkðanas pievads uz sûkòa ieeju nav 
cieði noblîvçts.

Pievelciet.

Hidrauliskâs sistçmas motors ir izdilis 
vai bojâts.

Nogâdâjiet izsmidzinâtâju pie Graco 
izplatîtâja remontam.

Liels spiediena kritums ðíidruma 
ðïûtenç.

Lietojiet lielâka diametra vai îsâku 
ðïûteni.

Izsmidzinâtâjs pârkarst. Krâsas uznesumi uz hidrauliskâs 
sistçmas komponentçm.

Notîriet.

Eïïas lîmenis ir zems. Piepildiet ar eïïu.
Izðïakstîðanâs (spitting) no pistoles. Gaiss ðíidruma sûknî vai ðïûtenç. Pârbaudiet vai nav vaïîgi savienojumi 

sifona mezglâ, pievelciet, tad no jauna 
uzpildiet sûkni.

Ieejas iesûkðanas daïâ vaïîgi 
savienojumi.

Pievelciet.

Ðíidruma padeves lîmenis ir zems vai 
nav ðíidruma.

Uzpildiet padeves tvertni.

Pârâk liels hidrosûkòa troksnis. Zems ðíidruma lîmenis hidrauliskajâ 
sistçmâ.

Izslçdziet izsmidzinâtâju stâvoklî OFF. 
Pielejiet ðíidrumu*.

* Bieþi pârbaudiet ðíidruma lîmeni hidrauliskajâ sistçmâ. Nepieïaujiet, ka tas kïûst pârâk zems. Hidrauliskajâ sistçmâ lietojiet 
tikai firmas Graco sankcionçtu ðíidrumu, lappuse 6.

PROBLÇMA IEMESLS BOJÂJUMU NOVÇRÐANA
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Kompensatora Seal nomaiņa 

Pārcelšanās

1. Mazināt spiedienu, lpp 5. Ļauj hidraulisko sistēmu, 
lai atdzist, pirms sāk pakalpojuma procedūru. 

2. Noņemiet skrūves (197) un sūkņa rokturis vāka 
(196). Atskrūvējiet četras segtu skrūvēm (79) un 
vāciņu (140). 

Piezīme: Tas nav nepieciešams, lai novērstu 
hidrauliskās līnijas Pirms vāciņa 
noņemšanas.Segums ir izstrādāta, lai nodrošinātu 
daudz iespēju aptvert, lai ietilptu pār šļūteni.

3. Noņemt kompensatora skrūves un atsevišķām 
kompensatori un adapteri bloks. 

4. Instalējiet jaunu blīves un griezes momenta 
skrūves. Uzstādiet vāciņu (140) ar četrām skrūvēm 
(79). Griezes moments līdz 25-30 in-lb (2,8-3,4 
NLM). 

5. Uzstādiet sūkņa rokturis vāka (196) ar skrūvējamu 
(197).

14079
196197

ti7805b

Griezes moments 
50 in-lbs 4 PLC 

Adapter
Block

O-Ring

Blīve

O-Ring 
Eļļot pirms uzstādīšanas

ti17601a

Blīve 
Piezīme Gasket Orientācija  

kompensatora 
asamblejas  

Griezes moments 
50 in-lbs 4 PLC 

1
4

3

2

Torque secība: 1-2-3-4-1 Visas 
skrūves jāpievelk kad compesa-
tor komplektēs gasket adapteri 
bloku. Vai nav iepriekš pievelciet 
skrūves.

ti7111b

140

197 196
79
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Virzuïa sûkòa nomaiòa
Skatiet rokasgrâmatâ 311485 norâdîjumus par sûkòa 
laboðanu.

Noòemðana
1. Izskalojiet sûkni (36). Ja iespçjams, apturiet sûkni virzuïa 

gâjienâ uz leju.

2. Spiediena atlaiðana, lappuse 5.

3. Noòemiet iesûkðanas komplektu (147) no sûkòa (36).

4. Noòemiet filtra korpusu (110), lappuse 15.

5. Ar plakanknaiblçm noòemiet skavu (121).

6. Bîdiet pârvalku uz augðu (124).

7. Atvienojiet uzmavas savienojumu (125) un noòemiet.

36

147

ti7119

110

121

ti7789

124

ti7816

ti7814

125
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8. Lietojot âmuru atlaidiet kontruzgriezni (122). 
Izskrûvçjiet sûkni (36) no instrumentgalvas.

9. Noòemiet sûkni (36).

Pievienoðana
1. Skrûvçjiet kontruzgriezni (122) uz sûkòa vîtòu 

apakðdaïas (36).

2. Bîdiet pârvalku (124) uz augðu pâri sûkòa stienim. 
Skrûvçjiet sûkni lîdz galam instrumentgalvâ.

3. Pievelciet ar roku kontruzgriezni (122). Tad 
cieði pievelciet no 1/8 lîdz 1/4 apgrieziena 
ar âmuru vai pievelciet ar griezes momentu 
lîdz 330 pçdas- mârciòas (447,4 Nm).

4. Bîdiet pârvalku (124) uz augðu pâri sûkòa stienim. Pie 
izslçgta dzinçja stâvoklî OFF, velciet atsitiena starteri lai 
virzîtu stieni lîdz tas saskaras ar sûkòa stieni.

5. Nostipriniet uzmavas savienojumu (125) ap sûkòa stieni.

6. Bîdiet pârvalku (124) pâri uzmavas savienojumam (125).

ti7782

122

36

ti7804

36

36

122

ti7779

ti7817

122

ti7771

125

ti7815

125

124
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7. Lai stiprinâjums bûtu droðs, nomainiet skavas 
tapu (121).

8. Nostipriniet atpakaï filtra korpusu (110), lappuse 15.

9. Pievienojiet iesûkðanas ðïûteni (147) sûkòa izejai (36).

121

125

ti7809

ti7772

110

36

147



Sûkòa instrumentgalvas nomaiòa

311503J 13

Sûkòa instrumentgalvas nomaiòa
Noòemðana

1. Spiediena atlaiðana, lappuse 5.

2. Noòemiet hidrauliskâs sistçmas pievadus (100, 101) no 
bloka (75).

3. Atlaidiet (4) montâþas bultskrûves (7) uz adaptera 
tikdaudz, lai varçtu pacelt un izòemt mezglu.

4. Noòemiet instrumentgalvu no iekârtas.

Pievienoðana
1. Nomainiet instrumentgalvu uz iekârtas.

2. Pievelciet instrumentgalvas bultskrûves (7). Pievelciet ar 
griezes momentu lîdz 
400 + 10 collas-mârciòas (45 + 1 Nm).

3. Pievienojiet atpakaï ðïûtenes (100, 101) 
pie bloka (75). Pievelciet ar griezes momentu 
lîdz 450 + 10 collas-mârciòas (50,84 Nm).

4. Lai izspiestu gaisu no hidrauliskâs sistçmas pievadiem, 
palieliniet spiedienu tikdaudz, lai iedarbinâtu 
hidrauliskâs sistçmas motora virzuïa gâjienus, ïaujiet 
ðíidrumam cirkulçt 15 sekundes. Nogrieziet spiedienu. 
Pagrieziet galveno vârstu horizontâli (noslçgts).

100 101

75

ti7803

7

ti7841

ti7847

ti7851

ti7853

101

100

75

ti7777
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Hidrauliskâs sistçmas motors

1

2

3

4

1 450 collas-mârciòas (51 Nm)

600 collas-mârciòas (68 Nm)

60 collas-mârciòas (7 Nm)

930 collas-mârciòas (105 Nm)
Pievelciet 3 piegâjienos

2

3

4

ti7868
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Filtra korpusa nomaiòa

Noòemðana
1. Spiediena atlaiðana, lappuse 5.

2. Noòemiet krâsas un noteces pievadus no filtra korpusa.

3. Ar uzgrieþòu atslçgu atlaidiet filtra korpusa stiprinâjumu 
(110) lîdz korpusam un noòemiet korpusu no sûkòa.

Pievienoðana
1. Ievietojiet filtra korpusu (110) sûkòa atvçrumâ.

2. Ar uzgrieþòu atslçgu pievelciet stiprinâjumu.

3. Pievienojiet atpakaï krâsas un noteces pievadus.

ti7845

ti7119

110

ti7772

110

ti7850

Pievelciet ar griezes momentu lîdz 225 + 10 collas-mârciòas
(25,4 + 1,1 Nm)
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Hidrosûkòa nomaiòa
Hidrauliskâs sistçmas eïïas maiòa

Eïïas izlieðana
a. Novietojiet izlieðanas paliktni zem eïïas tvertnes un 

izlaiðanas tapas.

b. Izskrûvçjiet tvertni (64) izlaiðanas tapu un izlejiet 
eïïu no tvertnes.

Eïïas pielieðana
a. Nomainiet izlaiðanas tapu.

b. Uzpildiet tvertni ar eïïu Graco Hydraulic Oil, 
ISO 46. Tvertnç ietilpst apmçram 4 galoni.

Noòemðana

1. Spiediena atlaiðana, lappuse 5. Pirms sâkiet apkopes 
procedûru, ïaujiet hidrauliskai sistçmai atdzist.

2. Izlejiet eïïu saskaòâ ar eïïas maiòas procedûru, lappuse 
16.

3. Ar pagarinâtâju un sprûdratu izòemiet (4) vâka 
bultskrûves (79) (2 katrâ pusç) un noòemiet vâku (140). 
(Nav nepiecieðams noòemt hidrauliskâs sistçmas 
pievadus pirms vâka noòemðanas. Ðis vâks ir izveidots 
tâ, ka ir pietiekami daudz vietas lai vâks atrastos virs 
ðïûtenes.)

4. Ar uzgrieþòu atslçgu atskrûvçjiet iesûkðanas pievada 
savienojumus no hidrosûkòa. Novietojiet paliktòa trauku 
zem ðïûtençm lai savâktu piloðus ðíidrumus.

izlaiðanas

ti7784

tapa

79

140

ti7805

ti7790

ti7801
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5. Izòemiet (4) siksnas pârvalka skrûves (79), paplâksnes 
(78) un izolçjoðos stiprinâðanas ieliktòus (80) (2 katrâ 
pusç).

6. Noòemiet siksnas pârvalku (67).

7. Noòemiet siksnu (19), lappuse 20.

8. Atlaidiet iestatîðanas -skrûves (87) lielâ skriemeïa 
priekðdaïâ (4).

9. Noòemiet skriemeli (4) no hidrosûkòa vârpstas.

10. Noòemiet uzgrieþòus (10) un izòemiet skrûves (9) ar 
kurâm sûknis pievienots râmim.

78

67

ti7796

80

79

67

ti7795

4

87

ti7783

4

ti7807

9

10

ti7788
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11. Noòemiet hidrosûkni (3).

12. Noòemiet stiprinâjumus (30, 34, 35) no sûkòa (3) 
un nolieciet malâ lai izmantotu jaunajam sûknim.

Pievienoðana
1. Pârmontçjiet stiprinâjumus (30, 34, 35) no vecâ sûkòa uz 

jauno sûkni. Pievelciet stiprinâjumu 30 un 35 lîdz 600 + 
10 collas-mârciòas (67,8 Nm). Pievelciet stiprinâjumu 34 
lîdz 450 collas-mârciòas (50,8 Nm).

Piezīme: Piepildiet sūkņa korpusu ar hidraulisko eļļu 
pirms instalēšanas stiprinājums (34).

2. Ievietojiet râmî jauno sûkni (3).

3. Nomainiet skrûves (9) un uzgrieþòus (10). Pievelciet ar 
griezes momentu lîdz 225 + 10 collas-mârciòas (25,42 
Nm).

4. Nomainiet lielo skriemeli (4) uz hidrosûkòa vârpstas.

5. Pareizi novietojiet skriemeli (4) uz vârpstas. Pie pareiza 
novietojuma vârpsta (139) izvirzîta uz âru par apmçram 
1/8 collas.

3

ti7800

34

35

30

3

ti7816

34

3

35

30 ti7816

10

9
3

ti7778

4

ti7813

1/8 collas

4139

ti7835
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6. Nomainiet iestatîðanas -skrûves (87). Pievelciet 
ar griezes momentu lîdz 60 + 2 collas-mârciòas 
(6,8 + 0,2 Nm).

NOTE: Pievelciet iestatîðanas - skrûvi uz vârpstas pirms 
iestatîðanas- skrûves uz sûkòa vârpstas pievilkðanas.

7. Novietojiet siksnu (19) uz skriemeïiem (4, 6); Siksnas 
uzlikðana, lappuse 20.

8. Nomainiet siksnas pârvalku (67,) izolçjoðos 
stiprinâðanas ieliktòus (80), paplâksnes (78) un skrûves 
(79), (2 katrâ pusç). Ar uzgrieþòu atslçgu pievelciet 
skrûves. Pievelciet ar griezes momentu lîdz 25 - 30 
collas-mârciòas (2,8 - 3,4 Nm).

9. Pievienojiet iesûkðanas pievadus. Pievelciet 
stiprinâjumus. Pievelciet stiprinâjumu A lîdz 
225 + 10 collas-mârciòas (25,4 + 1,1 Nm). Stiprinâjumu 
B to 450 + 10 collas-mârciòas 
(50,1 + 1,1 Nm). Stiprinâjumu C lîdz 
225 collas-mârciòas (25,4 Nm).

10. Nomainiet vâku (140) un bultskrûves (79) 
(2 katrâ pusç). Ar uzgrieþòu atslçgu, pievelciet 
bultskrûves. Pievelciet ar griezes momentu 
lîdz 25 - 30 collas-mârciòas (2,8 - 3,4 Nm).

11. Uzpildiet eïïas tvertni saskaòâ ar Eïïas pielieðanas 
procedûru lappusç 16.

67

79

ti7810

ti7812

78

80

ti7767

ti7889

A
B

C

79

140

ti7811
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Siksnas noòemðana un nomaiòa (ieteicamais 
paòçmiens)

Siksnas noòemðana

a. Novietojiet savelkamo satvçrçju apkârt 
siksnai (19).

b. Lçnâm velciet savelkamo satvçrçju uz sevi tai pat 
laikâ lçnâm velciet dzinçja palaiðanas auklu lai 
grieztu skriemeïus. Iespçjams, ka nepiecieðams 
pârvietot savelkamo satvçrçju un vairâkas reizes 
atkârtot ðo procedûru, lai pilnîgi noòemtu siksnu no 
skriemeïa.

Siksnas uzlikðana

a. Uzlieciet siksnu uz apakðçjâ skriemeïa (6) un pareizi 
ieregulçjiet.

b. Centrçjiet siksnu uz lielâ skriemeïa (4) pa kreiso 
augðçjo pusi.

c. Ar rokas plaukstu turiet siksnas cieði pie lielâ 
skriemeïa, tai pat laikâ lçnâm velciet dzinçja 
palaiðanas auklu lai grieztu skriemeïus.

d. Pârbaudiet siksnas (19) novietojumu gan uz lielâ (4) 
gan uz mazâ skriemeïa (6). Pie pareiza novietojuma 
uz skriemeïiem, siksnai jâbût iecentrçtai skriemeïos 
un pilnîgi visâs rievâs.

PIEZÎME: Ja siksna nav pareizi izlîdzinâta, lai noregulçtu
siksnu, lçnâm velciet dzinçja palaiðanas auklu, tai pat laikâ
spieþot vai velkot siksnu, lai pârvietotu to uz skriemeïa.

Kustîgâs daïas var saspiest vai noraut pirkstus un citas íermeòa 
daïas. Lai izvairîtos no nopietna savainojuma, pirms velciet dzinçja 
palaiðanas auklu, pârliecinieties, ka dzinçjs ir izslçgts - stâvoklî 
OFF.

19

savelkamo 

ti7843

satvçrçju

ti7842

ti7869

Pareizs novietojums Nepareizs novietojums

ti7834
ti7837



Hidrosûkòa nomaiòa

311503J 21

Cits siksnas noòemðanas un uzstâdîðanas 
paòçmiens

Siksnas noòemðana

a. Atlaidiet dzinçja bultskrûves (21) lai atbrîvotu 
siksnas nospriegojumu.

b. Nobîdiet siksnu no skriemeïiem.

Siksnas uzlikðana

a. Uzlieciet siksnu (19) uz mazâ (6) un uz lielâ (4) 
skriemeïiem.

b. Pievelciet dzinçja bultskrûves (21). Pievelciet ar 
griezes momentu lîdz 225 + 10 collas-mârciòas (25,4 
+ 1,1 Nm).

c. Pârbaudiet siksnas (19) novietojumu gan uz lielâ (4) 
gan uz mazâ skriemeïa (6). Pie pareiza novietojuma 
uz skriemeïiem, siksnai jâbût iecentrçtai skriemeïos 
un pilnîgi visâs rievâs.

PIEZÎME: Ja siksna nav pareizi izlîdzinâta, lai noregulçtu
siksnu, lçnâm velciet dzinçja palaiðanas auklu, tai pat laikâ
spieþot vai velkot siksnu, lai pârvietotu to uz skriemeïa.

Pareizs novietojums Nepareizs novietojums

ti7834 ti7837

4

6

19

21

ti20943a
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Eïïas tvertnes nomaiòa

Noòemðana

1. Spiediena atlaiðana, lappuse 5.

2. Izlejiet eïïu tvertnes (64) saskaòâ ar Eïïas izlieðanas 
procedûru, lappuse 16. Saglabâjiet aizbâzni lai izmantotu 
jaunai tvertnei.

3. Noòemiet uzpildîðanas vâciòu (27) un filtra mezglu 
(111). lai izmantotu jaunai tvertnei.

4. Atlaidiet un noòemiet iesûkðanas ðïûteni (153).

5. Noòemiet un saglabâjiet iesûkðanas stiprinâjumu (32) lai 
izmantotu jaunai tvertnei.

6. Atlaidiet un noòemiet atgriezes lînijas (return lines) (100, 
101).

Izlaiðanas

ti 7784

tapa 

27

111

ti7785

153

ti7785

32

101

ti7803

100
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7. Noòemiet dzesçtâja pievadu no tvertnes (64).

8. Izòemiet 2 augðçjâs bultskrûves (86) un 2 apakðçjos 
uzgrieþòus (84) kas stiprina tvertni (64) pie râmja.

9. Izceliet tvertni (64) no râmja.

Pievienoðana
1. Ievietojiet aizbâzni (102), atgriezes leòía gabalu (31), 

iesûkðanas stiprinâjumu (32), ieplûdes sietiòu (89) un 
filtra mezglu(111) jaunajâ tvertnç (64).

ti7791

ti7846

ti7786

64

ti7806

27
111

32

102

31

89
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2. Nostipriniet râmî jauno tvertni (64).

3. Nomainiet bultskrûves (86) un uzgrieþòus (84). 
Pievelciet bultskrûves. Pievelciet ar griezes momentu lîdz 
125 + 10 collas-mârciòas (14 + 1,1 Nm).

4. Pievienojiet dzesçðanas ðíidruma pievadus 
tvertnei (64). Pievelciet ar griezes momentu lîdz 
225 collas- mârciòas (14,1 Nm).

5. Pievienojiet atpakaï atgriezes lînijas (100, 101). 
Pievelciet ar griezes momentu lîdz 
450 + 10 collas-mârciòas (51 + 1,1 Nm).

6. Pievienojiet atpakaï iesûkðanas ðïûteni (153). Pievelciet 
ar griezes momentu lîdz 
600 + 10 collas-mârciòas (68 + 1,1 Nm).

7. Pârliecinieties, ka izlaiðanas tapa ir nomainîta. Uzpildiet 
eïïas tvertni ar eïïu lîdz augðçjai iezîmei uz mçrstieòa 
(apmçram 3,5 galoni).

8. Nomainiet vâciòu (27).

64

ti7781

ti7766

101

ti7777

100

153

ti7785

Izlaiðanas tapa 

ti7784

27
ti7785
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Hidrauliskâs sistçmas ðíidruma filtra nomaiòa
Noòemðana

1. Spiediena atlaiðana, lappuse 5.

2. Atlaidiet un noòemiet ðïûteni (101) no 
stiprinâjuma (103).

3. Noòemiet filtra korpusu (111) no tvertnes (64).

4. Noòemiet apakðçjo filtra vâciòu (155) no 
korpusa (111).

5. Izvelciet filtru (108) no vâciòa (155).

Pievienoðana
1. Ievietojiet jaunu o-gredzenu (113) no rezerves komlekta.

2. Uzlieciet jaunu filtru (108) uz vâciòa (155).

3. Ievietojiet vâciòu (155) un filtru (108) filtra korpusâ 
(111). Pievelciet ar roku vâciòu lîdz saskarei. 
Tad pievelciet ar griezes momentu lîdz 
375 + 10 collas-mârciòas (42 + 1,1 Nm).

4. Ievietojiet filtra korpusu (111) tvertnç.

5. Ievietojiet stiprinâjumu (103) filtra korpusâ (111). 
Pievelciet ar griezes momentu lîdz 
600 + 10 collas-mârciòas (67,8 + 1,1 Nm).

6. Pievienojiet atpakaï ðïûteni (101) pie stiprinâjuma (103). 
Pievelciet ar griezes momentu lîdz 
450 + 10 collas-mârciòas (51 + 1,1 Nm).

103

111

155

113

101

108

ti7763
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Dzesçtâja nomaiòa

Noòemðana
1. Spiediena atlaiðana, lappuse 5.

2. Atlaidiet iezemçðanas skrûvi un noòemiet iezemçðanas 
skavu (95) no izsmidzinâtâja.

3. Atlaidiet un noòemiet atgriezes lîniju uz eïïas tvertni un 
hidraulisku lîniju uz dzesçtâju.

4. Izòemiet skrûves (79), paplâksnes (78) un atbalsta stieni 
(77) no dzesçðanas spirâles (72).

5. Noòemiet spirâli (72) no izsmidzinâtâja râmja.
95

ti7799

ti7802

72

77

79

78

ti7794

72

ti7792
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Pievienoðana
1. Ievietojiet jaunu spirâli (72). Nomainiet atbalsta stieni 

(77), paplâksnes (78) un skrûves (79). Pievelciet skrûves.

2. Pievienojiet atpakaï atgriezes lîniju eïïas tvertnei un 
hidraulisko lîniju dzesçtâjam. Pievelciet ar griezes 
momentu lîdz 225 collas-mârciòas (25,4 Nm).

3. Nomainiet iezemçðanas vadu (95) un pievelciet 
skrûvi. Pievelciet ar griezes momentu lîdz 
25 - 30 collas-mârciòas (2,8 - 3,4 Nm).

4. Nomainiet stieni un skrûves. Pievelciet ar griezes 
momentu lîdz 25 - 30 collas-mârciòas (2,8 - 3,4 Nm).

72

ti776 8

ti7776

95

ti7774

78

79

77
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Motora nomaiòa 

Noòemðana
1. Spiediena atlaiðana, lappuse 5.

2. Izòemiet skrûves (79), paplâksnes (78) un noòemiet 
siksnas pârvalku (67).

3. Noòemiet siksnu (19), lappuse 20.

4. Izòemiet skrûves (21), paplâksnes (70) un uzgrieþòus (10) 
ar ko motors (5) piestiprinâts râmim.

5. Modeļi ar Elektrisko Starteri: Atvienojiet akumula-
tora kabeļus un sprieguma regulēšanas kabeli. 

6. Noòemiet motoru (5) no râmja.

Motora ventilatora nomaiòa

Noòemðana
a. Atlaidiet un izòemiet bultskrûves (86) ventilatora 

priekðdaïâ (14).

b. Novelciet ventilatoru (14) no mazâ 
skriemeïa (6).

Pievienoðana
a. Novietojiet vietâ jauno ventilatoru (14) uz mazâ 

skriemeïa (6).

b. Nomainiet bultskrûves (86) un cieði 
pievelciet. Pievelciet ar griezes momentu 
lîdz 125 + 10 collas-mârciòas (14,1 + 1,1 Nm).

Skriemeïa noòemðana (6)

PIEZÎME: Ðî procedûra ir nepiecieðama tikai tad, ja jûs 
nomainiet motoru. Kad jûs uzstâdiet jaunu motoru, jûs 
variet izmantot esoðo skriemeli.

Noòemðana

a. Atlaidiet iestatîðanas (set) skrûvi (87), kas atrodas 
skriemeïa pusç (6).

b. Izòemiet lielo bultskrûvi (24) no skriemeïa centra 
(6).

c. Novelciet skriemeli (6) no motora (5).

Pievienoðana
a. Novietojiet vietâ jauno skriemeli (6) uz 

motora (5).

b. Ievietojiet lielo bultskrûvi (24) un paplâksni (65) 
skriemeïa centrâ (6). Pievelciet ar griezes momentu 
lîdz 125 + 10 collas-mârciòas 
(14,1 + 1,1 Nm).

c. Pievelciet iestatîðanas skrûvi (87). Pievelciet 
ar griezes momentu lîdz 60 + 2 collas-mârciòas (25,4 
Nm).

Pievienoðana
1. Ievietojiet motoru (5) râmî.

2. Nomainiet visas skrûves (21), paplâksnes (70) 
un uzgrieþòus (10). Cieði pievelciet.

3. Uzlieciet siksnu (19) uz skriemeïiem (4, 6), lappuse 20.

4. Modeļi ar Elektrisko Starteri: Savienot akumula-
tora kabeļus un sprieguma regulēšanas kabeli. 

5. Nomainiet siksnas pârvalku (67), skrûves (79) 
un paplâksnes (78) (2 katrâ pusç). Ar uzgrieþòu atslçgu 
pievelciet bultskrûves. Pievelciet ar griezes momentu lîdz 
25 - 30 collas-mârciòas (2,8 - 3,4 Nm).

ti20931a

ti20931a
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Roktura noòemðana

Stabîla stiprinâðana (kâ opcija)
Lai novçrstu iekârtas bojâjumus transportçjot ar kravas 
automobîli vai treileri, Graco rekomendç veikt stabîlu 
stiprinâðanu pie transportlîdzekïa.

Stâvokïa izmaiòas rokturis 
Lai jûs varçtu nostiprinât iekârtu uz kravas automobîïa vai 
treilera statnes, jums nepiecieðams izmainît roktura stâvokli.

1. Izòemiet 4 roktura cauruïveida skrûves (143)

2. Noòemiet roktura mezglu (25) velkot to ârâ no augðçjâ 
râmja caurulçm (1).

3. Noòemiet râmja cauruïu aizbâþòus (120) kas atrodas aiz 
riteòiem.

4. Ievietojiet aizbâþòus (120) augðçjâ râmja caurulçs (a).

5. Ievietojiet roktura mezglu (25) apakðçjâ râmja caurulçs 
(b). Ðïûtenes skavai jâbût vçrstai uz leju. Noregulçjiet 
piemçrotâ ieejas/izejas novietojumâ.

6. Ievietojiet cauruïveida skrûves (143) apakðçjâ râmja 
caurulçs.

143

25

1

120

120

(a)

2525

(b)

(b)

143
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Iekârtas piestiprinâðana transportlîdzekïa statnei
Stabîlai stiprinâðanai, pievelciet U-veida skrûves virs 
izsmidzinâtâja râmja kâ parâdîts sekojoðâ ilustrâcijâ.

1. Stâvokïa izmaiòas rokturis, soïi 1-5, lappuse 30.

2. Novietojiet U-veida skrûves virs izsmidzinâtâja râmja un 
caur ratiòu statnes caurumiem. Novietojiet paplâksni un 
uzgriezni uz skrûves gala. Ar uzgrieþòu atslçgu stingri 
pievelciet uzgriezni.

U-veida skrûves

U-veida

Stâvokïa izmaiòas rokturis

skrûves
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Tehniskie dati 

Izsmidzinâtâjs GH833 Benzîns
Hidrauliskais spiediens psi (bari) 2750 (19,0)
Hidrauliskâs sistçmas tvertnes ietilpîba galoni (litri) 4,0 (15,1)
Motors ZS (kW) Firma Honda 13 (9,7), Vanguard 14 (10,3)
Maksimâlais raþîgums gpm (lpm) 4,0 (15,1)
Maksimâlais uzgaïa izmçrs
•  1 pistole 0,065
•  2 pistoles 0,046
•  3 pistoles 0,037
•  4 pistoles 0,032
•  5 pistoles 0,028
•  6 pistoles 0,026
Ðíidruma ieplûde, collas 1-1/2 lîdz 11-1/2 NPT (m)
Ðíidruma izplûde, collas 1 lîdz 11-1/2 NPT (f)

Izmçri
Svars, mârciòas (kg) 360 (163)
Augstums, collas (cm) 40 (101,6)
Platums, collas (cm) 27 (68,6)
Garums, collas (cm) 47 (119,3)

Skaòas lîmeòi*
Skaòas spiediens 96 dB(A)
Skaòas jauda 110 dB(A)

*mçrîts pie maksimuma normâlas slodzes apstâkïos

Graco- sankcionçta hidrauliskâs sistçmas eïïa
169236 - 5 galoni (19 litri)
207428 - 1 galons (3,8 litri)
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All written and visual data contained in this document reflects the latest product information available at the time of publication. 
Graco reserves the right to make changes at any time without notice.

For patent information, see www.graco.com/patents.
Oriģinālās instrukcijas tulkojums. This manual contains Latvian. MM 311283

Graco Headquarters: Minneapolis
International Offices: Belgium, China, Japan, Korea

GRACO INC. AND SUBSIDIARIES • P.O. BOX 1441 • MINNEAPOLIS MN 55440-1441 • USA
Copyright 2006, Graco Inc. All Graco manufacturing locations are registered to ISO 9001.

www.graco.com
Revised J, September 2022

Garantija 
Graco warrants all equipment referenced in this document which is manufactured by Graco and bearing its name to be free from defects in material and
workmanship on the date of sale to the original purchaser for use. With the exception of any special, extended, or limited warranty published by Graco, Graco
will, for a period of twelve months from the date of sale, repair or replace any part of the equipment determined by Graco to be defective. This warranty applies
only when the equipment is installed, operated and maintained in accordance with Graco’s written recommendations.

This warranty does not cover, and Graco shall not be liable for general wear and tear, or any malfunction, damage or wear caused by faulty installation, 
misapplication, abrasion, corrosion, inadequate or improper maintenance, negligence, accident, tampering, or substitution of non-Graco component parts. Nor 
shall Graco be liable for malfunction, damage or wear caused by the incompatibility of Graco equipment with structures, accessories, equipment or materials not 
supplied by Graco, or the improper design, manufacture, installation, operation or maintenance of structures, accessories, equipment or materials not supplied by 
Graco.

This warranty is conditioned upon the prepaid return of the equipment claimed to be defective to an authorized Graco distributor for verification of the claimed 
defect. If the claimed defect is verified, Graco will repair or replace free of charge any defective parts. The equipment will be returned to the original purchaser 
transportation prepaid. If inspection of the equipment does not disclose any defect in material or workmanship, repairs will be made at a reasonable charge, 
which charges may include the costs of parts, labor, and transportation.

THIS WARRANTY IS EXCLUSIVE, AND IS IN LIEU OF ANY OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING BUT NOT 
LIMITED TO WARRANTY OF MERCHANTABILITY OR WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE. 

Graco’s sole obligation and buyer’s sole remedy for any breach of warranty shall be as set forth above. The buyer agrees that no other remedy (including, but not 
limited to, incidental or consequential damages for lost profits, lost sales, injury to person or property, or any other incidental or consequential loss) shall be 
available. Any action for breach of warranty must be brought within two (2) years of the date of sale.

GRACO MAKES NO WARRANTY, AND DISCLAIMS ALL IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE, IN CONNECTION WITH ACCESSORIES, EQUIPMENT, MATERIALS OR COMPONENTS SOLD BUT NOT 
MANUFACTURED BY GRACO. These items sold, but not manufactured by Graco (such as electric motors, switches, hose, etc.), are subject to the warranty, 
if any, of their manufacturer. Graco will provide purchaser with reasonable assistance in making any claim for breach of these warranties.

In no event will Graco be liable for indirect, incidental, special or consequential damages resulting from Graco supplying equipment hereunder, or the furnishing, 
performance, or use of any products or other goods sold hereto, whether due to a breach of contract, breach of warranty, the negligence of Graco, or otherwise.

ADDITIONAL WARRANTY COVERAGE 
Graco does provide extended warranty and wear warranty for products described in the “Graco Contractor Equipment Warranty Program”.

Graco Information
For the latest information about Graco products, visit www.graco.com.

For patent information, see www.graco.com/patents. 

TO PLACE AN ORDER, contact your Graco distributor or call 1-800-690-2894 to identify the nearest distributor.

http://www.graco.com
www.graco.com/patents
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